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SKIRTBOARD SEALING SYSTEMS

Standard Double
Clamp Mount

Stainless Steel
Clamp Mount

Eli minate Spil lage, Dust and Fines at Transfer Points

®

Standard Single
Clamp Mount

Dura-Seal Compound
 

 Tri-Seal CompoundMulti-Seal Compound

PROVIDES HIGHLY  RELIABLE . POSITIVE  SEAL

SLASHES CLEAN-UP COSTS

REDUCES MATERIAL  WASTE

IMPROVES SAFETY

REDUCES DAMAGE  TO BELTS/COMPONE NTS

PROVIDES EASY INSTALLA TION /ADJUSTMENT 
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SKIRT SEALING SYSTEMS
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APPLICATION EXAMPLESAPPLICATION EXAMPLES



GOOD WAY BEST WAYBETTER WAY
Double Clamp-Mount system mounted

vertically with 1” thick Dura-Seal ORG compound
For the ultimate in prevention of
material loss, replace idlers with

ASGCO Slide-N-Seal or 
Slide-N-Roll Bed.

Angled Support Plate combined with ½” thick
Dura-Seal ORG, Tri-Seal or Multi-Seal

 provides an 
excellent seal.
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Angled mounting of seal 
is effective in preventing 
leaking of fugitive materials.

CLAMP-MOUNT SKIRTBOARD 
SEALING SYSTEM

CLAMP-MOUNT SKIRTBOARD 
SEALING SYSTEM

For quality sealing results, use Clamp-Mount on a vertical chute wall with 1” Dura-Seal ORG 

compound. For superior sealing, combine Clamp-Mount with ASGCO’s Support Plate and either 

Dura-Seal ORG (¾” or ½” thick) or Vacu-Skirt. 

CLAMP-MOUNT w/ORG:   
• 
• Quick and easy to adjust and replace skirting
• ORG special abrasion and cut resistant compounds engineered 
   to meet the harshest of environments
• Tough enough to out last conventional SBR by 5 to 1 ratio
• 4”-10” wide by 50’ rolls are available
• Low Boy clamps also available for low clearances (under 8”)

2’ clamp with handles on 1’ centers

CLAMP MOUNT w/TRI-SEAL or MULTI-SEAL:   
• 
• Using not one but three deterrents to stop fines from escaping
• Can be used with any type clamping system
• Great for fines of 2” and under
• 6” and 8” wide by 50’ rolls are available

Triple sealing action

E-Z MOUNT:   
• 
• Economic alternative
• Great for minimal clearances
• Multiple sealing configurations

Easy to install and maintain

LOW BOY:   
• Low clearance use only

Multi-Seal       Tri-Seal

ORG

ASGCO Dura-Seal 
Compounds       

½”,¾” & 1”
thickness

1”
thickness

1”
thickness

• Dry to damp
• Fines up to med. lumps
• Resists abrasion,
   corrosion and impact

• Heavy, severe impact
   or cutting conditions - 
   dual durometer
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All Dura Seal compounds are supplied 
   in widths from 4” to 10”.

Easy Installation and Adjustment

Easy to Install

Easy to Adjust

One skilled workman and a helper can quickly
 install the clamp assemblies and Dura-Sea
compound.

One worker merely releases the clamp, raises 
or lowers the Dura-Seal as needed, then closes 
the clamp.

No tools are required and the belt can be either 
empty or loaded during adjustment. Because 
operating standards call for belt shut-down during 
adjustment, the quick-and-easy ASGCO system 
minimizes down time.

The sealing compound can be rapidly released to 
install a new belt.

The ASGCO Clamp-Mount
system can accommodate
20°, 35°, and 45° idlers.

Recommended 
Solutions for 

Your New Sealing 
Applications. . . 

Or for Retrofitting 
Your Existing 

Martin Trac-Mount 
Skirtboard


